
EXPLANATION OF ICONS IN PRODUCTPASSPORTS

Geschikt voor vloerverwarming
Suitable for (under)floor heatment
Geignet für Fußbodenheizung
Adapté pour Chauffage au sol

NL  D
EN  F

Nederlands
English
Deutsch
Français

Drijfhout
Driftwood
Treibholz
Bois flotté

Gerookt
Smoked
Geräuchert
Fumé

Dikte
Thickness 
Stärke
Épaisseur

Uitgeboende noesten
Scrubbed knots
Ausgeböstete Äste
Raboté

Geborsteld
Brushed
Gebürstet
Brossé

NG
Gradatie
Gradation
Sortierung
Gradation

Fijnbezaagd
Fine sawn
Feinsägeschnitt
Scié

Diep geborsteld
Deep brushed
Tief gebürstet
Brossé profond

1mm

Velling
Bevel
Fase
Chanfrein

White washed
White washed
Weiß gekälkt
Cérusé blanc

Handgeschraapt
Handscraped
Handgehobbelt
Raboté a la main

Oxidatief geolied
Oxidative oiled
Oxidatief geölt
Huilé oxydé

Black washed
Black washed
Schwarz gekälkt
Cérusé noir

Verouderd
Distressed
Gealtert
Vieilli

HS
High Solid
High Solid
UV geölt
High Solid

Gekleurd
Coloured
Gefärbt
Coloré

Kantverouderd
Edge ditressed
Kant gealtert
Chanfrein vieilli

Wit geolied
White oiled
Weiß geölt
Huilé blanc

Thermisch behandeld
Thermo treated
Thermobehandelt
Traitement thermique

Cfl S1

Brandklasse
Fire class
Brandklasse
Classe de feu

Naturel geolied
Natural oiled
Natur geölt
Huilé naturel

Geschikt voor vloerkoeling
Suitable for floorcooling
Geignet für Fußbodenkühlung
Adapté pour sol rafraïchissant

Legpatronen
Pattern
Verlegemuster
Forme de pose
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Vintage Caucasus FSC

15/4, 2200x220mm, Oak EN 14342-05

1mm

RG+

1:2 1:3 1:4

1:X

Dfl S1
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PRODUCT MEASUREMENTS

SIZE TOLERANCESACC EN 13489

OTHER SPECIFICATIONS

ADDITIONAL SPECIFICATIONS

INSTRUCTIONS AND MAINTENANCE

Pieces per pack:
M2 per pack
Weight per pack:
Split lengths per pack:

Length:
Width:
Thickness:

Lipping (between elements):
Squareness:
Cup:
Spring:
Bowing

Formaldehyde emision:
Thermal insulation value:
Brinell hardness:
Connection:

4 pieces
1,936 m2

19 kg
25% minimal 60cm long

± 0,2%
± 0,2mm
Facelayer: 3,5-4,0mm
Total: 15mm ± 0,2mm
≤0,2mm
≤0,2% over the width
≤0,2% over the width
≤0,1% over the length
<1% of the length

E1
R=0,115m2 k/w
average HB 3.7
T&G

Immediately oiling after installation
Maintain with Solidfloor™ Ultimate Hardwax White
Suitable for floor heating & cooling (see  
www.solidfloor.com)


